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Questions # 1:

Options:

Answer

Answer:

See the solution below in Explanation:

Explanation
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Solution:

VERIFICATION: -
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OR

Questions # 2:
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Options:

Answer

Answer:

See the solution below in Explanation:

Explanation

Solution:

Solution on R1:

R1# copy run start

Verification:
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OR

Questions # 3:
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Options:

Answer

Answer:

See the solution below in Explanation:
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Explanation

Solution:

R22

config t

int tunn0

vrf forwarding FINANCE

ip add 10.11.22.2 255.255.255.0

tunn so e0/0

tunn dest 209.165.200.230

no shut

int et0/1

vrf forward FINANCE

ip add 10.22.22.1 255.255.255.252

no shut

ip route vrf FINANCE 10.10.111.0 255.255.255.0 tunn0

wr

Questions # 4:
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Options:

Answer

Answer:
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See the solution below in Explanation:

Explanation

Solution:

R1

Config t

Flow exporter Export-NetFlowENCOR

destination 10.10.1.110

transport udp 2055

exit

flow moni Monitor-NetFlowENCOR

exit

ip sla 1

http gethttp://10.10.1.100

frequ 300

exit

ip sla schedule 1 life forever start-time now

wr

SW1

Config t

Monitor session 7 source interface e0/0

Monitor session 7 destination interface e1/1

End

Wr

Questions # 5:
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Options:

Answer

Answer:

See the solution below in Explanation:
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Explanation

Solution:

R22

int tun0

vrf forwarding FINANCE

ip add 10.10.10.2 255.255.255.0

tunn source e0/0

tunnel dest 209.165.200.230

no shut

ip route vrf FINANCE 10.10.111.0 255.255.255.0 tunn0

int et0/1

vrf forwarding FINANCE

ip address 10.22.22.1 255.255.255.252

wr

Verification:-
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Questions # 6:



Page 16 of 34



Page 17 of 34

Options:

Answer

Answer:

See the solution below in Explanation:
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Explanation

Solution:

R30

Config t

router ospf 100

router-id 10.0.1.30

int ran lo0 , e0/0-1

ip ospf 100 a 0

exit

int et0/2

ip ospf 100 a 50

exit

router ospf 30

area 50 range 10.10.0.0 255.255.192.0

area 50 range 10.50.0.0 255.255.192.0

end

wr

Questions # 7:
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OR
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Options:

Answer

Answer:

See the solution below in Explanation:

Explanation

Solution:

R10
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Copy run start

R20

Copy run start

Verification:

Questions # 8:
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Options:

Answer

Answer:

See the solution below in Explanation:

Explanation

Solution:

Copy run start

Verification:

OR
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Questions # 9:
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Options:

Answer

Answer:

See the solution below in Explanation:

Explanation

Solution:

R3

Int e0/1

Ip ospf priority 255

End
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Copy run start

R2

Int e0/1

Ip ospf network point-to-point

End

Copy run start

R10

Int e0/0

Ip ospf network point-to-point

End

Copy run start

Questions # 10:

What is the purpose of a data modeling language?

Options:

 A.

to establish a framework to process data by using an object-oriented programming approach

 B.

to specify the rules for transcoding between text and binary data encodings

 C.

to standardize the procedures that are executed when parsing sent and received data

 D.

to describe the structure and meaning of exchanged data

Answer
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D

Questions # 11:

An engineer is reviewing a PCAP file that contains a packet capture of a four-way handshake
exchange between a dient and AP using WPA2 Enterprise Which EAPOL message validates and
confirms that the client device has successfully Installed the GTK?

Options:

 A.

M4-Message

 B.

M3-Message

 C.

M2-Message

 D.

M1-Message

Answer

A

Questions # 12:

How is Layer 3 roaming accomplished in a unified wireless deployment?

Options:

 A.

An EoIP tunnel is created between the client and the anchor controller to provide seamless
connectively as the client is associated with the new AP.

 B.
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The client entry on the original controller is passed to the database on the new controller.

 C.

The new controller assign an IP address from the new subnet to the client.

 D.

The client database on the original controller is updated with the anchor entry, and the new
controller database is updated with the foreign entry.

Answer

D

Questions # 13:

An engineer must create a new SSID on a Cisco 9800 wireless LAN controller. The client has
asked to use a pre-shared key for authentication. Which profile must the engineer edit to
achieve this requirement?

Options:

 A.

RF

 B.

WLAN

 C.

Policy

 D.

Flex

Answer

B

Questions # 14:
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A wireless network engineer must configure a WPA2+WPA3 policy with the Personal security
type. Which action meets this requirement?

Options:

 A.

Configure the GCMP256 encryption cipher.

 B.

Configure the CCMP128 encryption cipher.

 C.

Configure the GCMP128 encryption cipher.

 D.

Configure the CCMP256 encryption cipher.

Answer

C

Questions # 15:

Which technique is used to protect end user devices and data from unknown file behavior?

Options:

 A.

crypto file ransomware protection using a file hash calculation

 B.

file retrospection using continuous scan and analyses

 C.

phishing file quarantine using an internal environment to store attached files

 D.
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file sandboxing using a protected environment to analyze and simulate the behavior of
unknown files

Answer

D

Questions # 16:

Which character formatting is required for DHCP Option 43 to function with current AP models?

Options:

 A.

ASCII

 B.

Hex

 C.

Base64

 D.

MD5

Answer

B

Questions # 17:
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Refer to the exhibit. What is the output of this code?

Options:

 A.

Option A

 B.

Option B

 C.

Option C

 D.

Option D

Answer

D

Questions # 18:

What is a fact about Cisco EAP-FAST?

Options:

 A.
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It requires a client certificate.

 B.

It operates in transparent mode.

 C.

It Is an IETF standard.

 D.

It does not require a RADIUS server certificate.

Answer

D
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