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Questions # 1:

Which LISP device is responsible for publishing EID-to-RLOC mappings for a site?

Options:
O A.

ETR

O B.

MS

O C.

ITR

O D.

MR

Answer

Questions # 2:

A customer requires their wireless data traffic to egress at the switch port of the access point.
Which access point mode supports this?

Options:

O A.

Bridge

O B.

Sniffer

O C.

FlexConnect
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O D.

Monitor

Answer

C

Questions # 3:

Which consideration must be made when using BFD in a network design?

Options:
O A.

BFD requires a FHRP in order to provide sub second host failover.

O B.

BFD can be deployed without any IP routing protocols being configured.
O C.

NSF and graceful restart must be enabled on all participating routers.

O D.

Cisco Express forwarding and IP routing must be enabled on all participating routers.

Answer

Questions # 4:

>

Refer to the exhibit. The existing configuration must be updated to terminate all EXEC
sessions after 120 minutes. Which command set should be applied?
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Options:

O A.

line vty 0 15session-limit 120

O B.

line vty 0 15exec-timeout 120

O C.

line vty 0 15absolute-timeout 120
O D.

line vty 0 15session-timeout 120

Answer

B

Questions # 5:

Which architectural component enables a zero-trust security model?

Options:

O A.

management plane
O B.

plug-and-play

O C.

data plane

O D.

control plane
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Answer

D

Questions # 6:

In a fabric-enabled wireless network, which device is responsible for maintaining the endpoint
ID database?

Options:

O A.

fabric border node

O B.

fabric edge node

O C.

fabric wireless controller
O D.

control plane node

Answer

D

Questions # 7:

Which RF value represents the decline of the RF signal amplitude over a given distance"?

Options:
O A.
signal-to-noise ratio

O B.
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received signal strength indicator
O C.

free space path loss

O D.

effective isotropic radiated power

Answer

Questions # 8:

Why would an architect use an OSPF virtual link?

Options:

O A.

to allow a stub area to transit another stub area

O B.

to merge two existing Area Os through a nonbackbone

O C.

to connect two networks that have overlapping private IP address space
O D.

to connect a nonbackbone area to Area 0 through another nonbackbone area

Answer

D

Questions # 9:

An engineer must create an EEM script to enable OSPF debugging in the event the OSPF
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neighborship goes down. Which script must the engineer apply?

Options:
O A.

event manager applet ENABLE_OSPF_DEBUGevent syslog pattern "%OSPF-1-ADJCHG: Process
5. Nbr 1.1.1.1 on SerialO/0 from FULL to DOWN"action 1.0 cli command "debug ip ospf
event"action 2.0 cli command "debug ip ospf adj"action 3.0 syslog priority informational msg
"ENABLE_OSPF_DEBUG

O B.

event manager applet ENABLEOSPFDEBUGevent syslog pattern "%OSPF-5-ADJCHG: Process 5,
Nbr 1.1.1.1 on SerialO/0 from LOADING to FULL"action 1.0 cli command "debug ip ospf
event"action 2.0 cli command "debug ip ospf adj"action 3.0 syslog priority informational msg
"ENABLE JDSPF_DEBUG"

o C.

event manager apple! ENABLE OSPFDEBUGevent syslog pattern "%OSPF-5-ADJCHG: Process 5.
Nbr 1.1.1.1 on SerialO/0 from LOADING to FULL"action 1.0 cli command "enable"action 2.0 cli
command "debug ip ospf event"action 3.0 cli command "debug ip ospf adj"action 4.0 syslog
priority informational msg "ENABLE_OSPF)} EBUG"

O D.

event manager applet ENABLE_OSPF_DEBUGevent syslog pattern "%OSPF-5-ADJCHG: Process
6. Nbr 1.1.1.1 on SerialO/0 from FULL to DOWN"action 1.0 cli command "enable"action 2.0 cli
command "debug ip ospf event"action 3.0 cli command "debug ip ospf adj"action 4.0 syslog
priority informational msg "ENABLE_OSPF_DEBUG"*

Answer

D

Questions # 10:

A wireless administrator must create a new web authentication corporate SSID that will be
using ISE as the external RADIUS server. The guest VLAN must be specified after the
authentication completes. Which action must be performed to allow the ISE server to specify
the guest VLAN?

Options:

O A.
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Set RADIUS Profiling.
O B.
Set AAA Policy name.

O C.

Enable Network Access Control State.

O D.

Enable AAA Override.

Answer

C

Page 8 of 9




To Get Premium Files for 350-401 Visit

For More Free Questions Visit

Page 9 of 9


https://www.certsmania.com/cisco/350-401-practice
https://www.certsmania.com/cisco/pdf/350-401

