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Questions # 1:

Refer to the exhibit. An engineer monitors ingress traffic from Host-A and all traffic for VLAN
20 from Host-B Which configuration must be implemented to monitor and export traffic to
Network Analyzer?
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Options:

 A.

Option A

 B.

Option B

 C.

Option C

 D.

Option D

Answer

B

Questions # 2:
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Refer to the exhibit. An engineer installs a new Cisco UCS B-Series server. The requirement is
to install an operating system on a LUN that is provided by the Fibre Channel storage array.
Which two steps must be configured in the boot policy to accomplish this goal? (Choose two )

Diss We Enforce vNIC/VHBA/iSCSI Name.

Options:

 A.

Add Local CD/DVD and SAN Boot.

 B.

Configure a SAN Boot Target with a WWPN.

 C.

Set Boot Order to External USB and LAN Boot Create .
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 D.

SCSI VNlCs and add Local LUN.

Answer

A, D

Questions # 3:

What is the advantage of using the NFS protocol versus the ISCSI or FCoE SAN protocols?

Options:

 A.

NFS requires an AAA server.

 B.

NFS is more sensitive to latency.

 C.

NFS natively provides encryption as the default

 D.

NFS provides easy file sharing

Answer

D

Questions # 4:

A network engineer repeatedly saves a configuration on Catalyst switches to NVRAM using the
write memory command. What action should be taken to implement the same action on Nexus
switches?
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Options:

 A.

Use the exit command to leave the configuration mode and save the configuration
automatically.

 B.

Use the write memory command to save the configuration.

 C.

Use the alias command to use the write memory command.

 D.

Use the wri command to use the copy running-config startup-config command.

Answer

C

Questions # 5:

An engineer is implementing VSANs on a Cisco MDS 9000 Series Switch with a native Fibre
Channel. The deployment must meet these requirements:

The host on port fc1/1 must be assigned to VSAN 10.

The port channel 10 ISL must pass multiple VSANs. including VSAN 10.

Which configuration set meets these requirements?

Options:

 A.

Create VSAN 10 in the YSAN database.Bind VSAN 10 to interface fd/1 in the VSAN
database.Enable VSAN trunkinO on the ISLAlow VSAN 10 on the ISL

 B.

Activate VSAN 10 in the vFC interface.Associate VSAN 10 to interface vie 1/1.Enable vsan F-
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port-channel-trunk on the ISL.Set encapsulation EISL on the switch port

 C.

Disable VSAN 1 in the VSAN databaseAssign VSAN 10 to the ISLEnable VSAN trunking on the
port channel membersPermit VSAN 10 in the FLOGI database.

 D.

Configure VSAN 10 In the interface configuration.Attach VSAN 10 to the VSAN database.Enable
VSAN trunking on fd/1.Filter all VSAN on the ISL

Answer

A

Questions # 6:

Refer to the exhibit.

An engineer prepared the configuration of OSPF in a text file named OSPF.txt. The engineer
decided to remove all OSPF configurations. Which Python code must be added to accomplish
this goal?

Options:

 A.

OSPF_Conf.write(*interface elh1/1\n ' ) OSPF_Com* closed

 B.

OSPF_Conf.write( ' no feature ospf\n " )

 C.

OSPF_Conf.wrlte( ' lntorface eth1/1, no feature ospf ' Vn ' ) OSPF_Conf.close()
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 D.

OSPF_Conf.write( ' interface eth1/1\n ' >

Answer

B

Questions # 7:

What is the DHCP snooping bindings file shown here used for by the Cisco Nexus 9000 Series
Switch?

Options:

 A.

to retain the DHCP bindings configuration across reboots

 B.

to authenticate the users permitted to make the changes to the DHCP snooping feature

 C.

to retain the DHCP server configuration across rebootsD, to permit the users from the IP
addresses listed to make changes to the DCHP configuration

Answer

A
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Questions # 8:

Which service profile is affected if the default host firmware policy in Cisco UCS Manager is
changed?

Options:

 A.

any service profile that has no host firmware policy defined

 B.

any service profile that uses a user-created host firmware policy

 C.

any service profile that is not in the root sub-org

 D.

any service profile that uses the global-default host firmware policy

Answer

A

Questions # 9:

Refer to the exhibit. In a bidirectional PIM network using Phantom RP as an RP redundancy
mechanism, two Cisco NX-OS routers have these requirements:

•R1 must be the active RP.
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•R2 must be the backup RP that is used only if R1 is not reachable

Drag and drop the configuration steps to complete the configuration for Router 2 Not all
configuration steps are used.

Options:

Answer

Answer:

Questions # 10:

What is the benefit of using the Cisco Nexus Dashboard single sign-on feature?

Options:

 A.
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It allows the user to switch seamlessly between the hosted services.

 B.

It provides notifications about end of sale for the deployed switches.

 C.

It manages operations of the infrastructure using a single pane of glass.

 D.

It adds a security layer based on multifactor authentication.

Answer

D

Questions # 11:

Refer to the exhibit. A Cisco Nexus Dashboard Fabric Controller has been deployed to manage
the configuration of the LAN through the management interface MgmtO of a Cisco Nexus
switch Cisco Nexus Dashboard Data interface is Layer-2 adjacent to the Nexus switch MgmtO
Interface. Which IP address must be allocated to the MgmtO interface?

Options:

 A.
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172.18.1.10/24

 B.

192.168.2.1/24

 C.

10.17.10.10/24

 D.

10.5.74 10/24

Answer

C

Questions # 12:

Which data interchange format is presented in this output?

Options:

 A.

XML
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 B.

YAML

 C.

JSON

 D.

CSS

Answer

C

Questions # 13:

Refer to the exhibit. Which Cisco MDS 9700 Series Switch module EPLDs are upgraded?

Options:

 A.

PSU

 B.

fabric

 C.

standby supervisor

 D.

fan

Answer

C
Explanation

The correct answer is C. standby supervisor.
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From the exhibit, the command output clearly shows:

Module 6 SUP Yes disruptive Module Upgradable and later confirms:

Module 6 EPLD upgrade is successful and 6 SUP Success.

This indicates that the EPLD upgrade was performed on a Supervisor (SUP) module,
specifically module 6. In Cisco MDS 9700 architecture, supervisor modules operate in a
redundant pair (active and standby). When EPLD upgrades are performed, Cisco best
practice and system behavior typically upgrade the standby supervisor first, because it
allows the system to maintain control-plane continuity and minimizes disruption.

The output does not mention PSU, fan, or fabric modules, eliminating options A, B, and D.
The explicit reference to SUP confirms that the upgrade applies to a supervisor module.

Thus, based on the module type shown in the output and standard Cisco upgrade
behavior, the EPLD upgrade is applied to the standby supervisor, making C the correct
answer.

Questions # 14:

Refer to the exhibit. An engineer must capture Fibre Channel traffic from the server and the
supervisor to the Cisco MDS 9000 Series Switch fabric. The traffic must be forwarded to the
analyzer Drag and drop the code snippets from the right onto the blanks in the code on the
left to complete the configuration. Not all code snippets are used.

Options:
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Answer

Answer: 

Questions # 15:

 A
network engineer must determine the cooling requirements for a Cisco UCS C-Series Rack
Server. The server with PCIe cards is configured with a fan configuration policy. Which
configuration should be used for the fan policy of the server?

Options:

 A.

Option

 B.

Option
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 C.

Option

 D.

Option

Answer

A

Questions # 16:

Which protocol supports mounting shared folders and access to storage at the file level?

Options:

 A.

HTTP

 B.

SCP

 C.

CIFS

 D.

FTP

Answer

D

Questions # 17:

Which feature of the Cisco Nexus Dashboard Insights uses Duo to reduce the risk of static
passwords?
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Options:

 A.

single sign-on

 B.

cloud-site onboarding

 C.

multifactor authentication

 D.

air-gap support

Answer

C

Questions # 18:
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Refer to the exhibit. An engineer must configure a new user name called user 1 in a UCS
domain hosting multiple sub-organizations The security policy mandates that the role of admin
cannot be used The user name must have these permissions:

Which configuration must be used for user 1 to have these permissions?

Options:

 A.

Role: server-compute Locale: locale3

 B.

Role: server-profile Locale locale 1

 C.

Role: server-equipment Locale: locale4
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 D.

Role: server-security Locale: locale2

Answer

C

Questions # 19:

Refer to the exhibit A Cisco VXLAN fabric must detect when a VM with an IP address of
11.0.0.100 moves between servers The engineer must also unfreeze the endpoint Which
command accomplishes this goal?

Options:

 A.

delete ip arp 11.0.0.100 vrf Teat_Teko force-clear

 B.

clear ip arp 11.0.0 100 vrf Teat Telco force-delete

 C.

delete ip arp 11.0 0.100 vrf Teat Talco force-delete

 D.

clear ip arp 11.0 0 100 Teat Telco force-clear
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Answer

C

Questions # 20:

Which two configuration settings are available in the in the cisco UCS firmware Auto sync
server policy?

Options:

 A.

User Notification

 B.

User Acknowledge

 C.

No Action

 D.

Delayed Action

 E.

Immediate action

Answer

B, C
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