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Questions # 1:

An engineer must configure OSPF routing on Cisco Nexus 9000 Series Switches. The IP subnet
of the Eth 1/2 interface for both switches must be advertised via OSPF. However, these
interfaces must not establish OSPF adjacency or send routing updates. The current OSPF
adjacency over the interface Eth1/1 on SW1 and Eth1/1 on SW2 must remain unaffected.
Which configuration must be applied to both Nexus switches to meet these requirements?

Options:

 A.

interface ethernet 1/2 passive-interface default

 B.

interface ethernet 1/2ip ospf network point-to-point

 C.

interface ethernet 1/2 ip ospf passive-interface

 D.

interface ethernet 1/2no ip ospf passive-Interface

Answer

C

Questions # 2:

An engineer must configure a named VSAN when the fabric interconnect is in Fibre Channel
switch mode The VSAN must meet these requirements:

Named VSAN must be called " VSAN 10 " .

VSAN ID must be 10.

FCoE ID must be 20.
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VSAN 10 must be attached to port 2 in slot 1.

 Which
command set configures a VSAN when the fabric interconnect is in Fibre Channel switch
mode?

Options:

 A.

Option A

 B.

Option B

 C.

Option C

 D.

Option D
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Answer

A

Questions # 3:

Which technology provides RDMA functionality if the requirements are to support high
bandwidth options and keep traffic separate from other network traffic?

Options:

 A.

RoCEv2

 B.

RoCEvI

 C.

NVMe-oF

 D.

InfiniBand

Answer

D

Questions # 4:

An engineer is configuring AAA authentication on an MDS 9000 switch. The LDAP server is
located under the IP 10.10.2.2. The data sent to the LDAP server should be encrypted. Which
command should be used to meet these requirements?

Options:

 A.

Idap-server host 10.10.2.2 enable-ssl
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 B.

Idap-server 10.10.2.2 port 443

 C.

Idap server host 10.10.2.2 key SSL_KEY

 D.

Idap-server 10.10.2.2 key SSL_KEY

Answer

A

Questions # 5:

Refer to the exhibit.

An engineer must monitor all LAN traffic on Fabric A from a blade server. Which source should
be configured in the test-span monitor session to com- plete this task?

Options:

 A.

all vHBAs from the service profile that correspond to this server
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 B.

all uplink FCoE ports

 C.

all uplink Ethernet ports

 D.

all vNICs from the service profile that correspond to this server

Answer

D

Questions # 6:

An engineer must perform a POAP deployment of a Cisco Nexus 9000 Series Switch The switch
must automatically receive its software Image and configuration file upon power-on. Also only
UDP Is permitted between the Nexus 9000 switch and the server that hosts the Cisco NX-OS
system images. Which set of actions completes the configuration?

Options:

 A.

Enable option 43Define HTTP transfer protocol.

 B.

Enable option 67Define TFTP transfer protocol

 C.

Enable option 35.Define HTTP transfer protocol.

 D.

Enable option 46Define TFTP transfer protocol.

Answer

B
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Questions # 7:

An engineer must deploy a new Cisco MDS 9000 Series Switch and be able to receive
LinkUp/LinKDown notifications that were sent using a secure industry standard. Which
technology must be used to accomplish this goal?

Options:

 A.

PMON

 B.

SPAN

 C.

RMON

 D.

SNMP

Answer

D

Questions # 8:
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Refer to the exhibit. Which configuration must be applied for a network-admin account to have
the same set of assigned roles and privileges in all UCS domain organizations?

Options:

 A.

Change the configured user role to admin.

 B.

Add the root organization to the prod locale.

 C.

Uncheck dev locale from the user account.

 D.

Assign the operations role to the configured user.

Answer

B
Explanation

The correct answer is B. In Cisco UCS Manager, a user’s effective access is determined by
the combination of role and locale. The role defines what the user is allowed to do, while
the locale defines where in the organizational hierarchy those permissions apply. Cisco
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UCS organizations are hierarchical, with root at the top. When a locale includes the root
organization, the permissions associated with the user’s role extend throughout the
organizational tree beneath root, which provides consistent access across all UCS domain
organizations.

That is why adding root to the relevant locale is the correct action to ensure the network-
admin account has the same privileges everywhere. Changing the role to admin is
unnecessary and would grant broader privileges than required. Removing the dev locale
would reduce scope, not standardize access across all organizations. Assigning the
operations role changes the privilege set rather than extending the existing network-
admin permissions consistently.

So the required fix is not to change the role, but to make the locale apply at the root level,
which is exactly what option B accomplishes.

Questions # 9:

A service profile in Cisco UCS Manager must be configured with these requirements:

Cisco UCS Manager must identify the interfaces on the VMware ESXi host that connect to
the Cisco ACI fabric switches.

The vNIC must support traffic management when congestion occurs.

Which two policies meet these requirements? (Choose two.)

Options:

 A.

vNIC/vHBA Placement

 B.

Network Control

 C.

Serial Over LAN

 D.

LAN Connectivity
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 E.

QoS

Answer

A, D

Questions # 10:

Refer to the exhibit. An engineer must configure a Fibre Channel device alias named TEST for
a device attached to port fc1/9 of a Cisco Nexus Series Switch. Which command set

completes the configuration?

Options:

 A.

SITE-A-MDS-Fabric-A# configure terminal SITE-A-MDS-Fabric-A (config)# device-alias database
SITE-A-MDS-Fabric-A (config-device-alias-db)}# device-alias name TEST pwwn
50:00:14:42:d0:0c:f5:20 SITE-A-MDS-Fabric-A (config-device-alias-db)# exit

 B.

SITE-A-MDS-Fabric-A# configure terminal SITE-A-MDS-Fabric-A (config)}# device-alias
database SITE-A-MDS-Fabric-A (config-device-alias-db)# device-alias name TEST pwwn
50:00:14:40:47:b0:0c:f5 SITE-A-MDS-Fabric-A (config-device-alias-db)# exit

 C.

SITE-A-MDS-Fabric-A# device-alias database SITE-A-MDS-Fabric-A (device-alias-db)# device-
alias name TEST pwwn 50:00:14:40:47:b0:0c:f5 SITE-A-MDS-Fabric-A (config-device-alias-db)#
device-alias commit

 D.

SITE-A-MDS-Fabric-A# configure terminal SITE-A-MDS-Fabric-A (config)# device-alias database
SITE-A-MDS-Fabric-A (config-device-alias-db)# device-alias name TEST pwwn
50:00:14:42:d0:0c:f5:20 SITE-A-MDS-Fabric-A (config-device-alias-db)# device-alias commit

Answer

A
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