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Questions # 1:

A network architect must redesign a data center network based on OSPFv2. The network must
perform fast reconvergence between directly connected switches. Which two actions must be
taken to meet the requirements? (Choose two.)

Options:

 A.

implement a virtual link between the switches.

 B.

Set low OSPF hello and DEAD timers.

 C.

Enable BFD for failure detection 0.

 D.

Configure an links on AREA 0.

 E.

Use OSPF point-to point links only.

Answer

C, E

Questions # 2:

An engineer must replace a defective fabric interconnect with the same model. The system
must be restored, including the database of locally created users. The equivalent Cisco UCS
Manager software version must be used. Which backup type must be used to meet these
requirements?

Options:

 A.

All Configuration
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 B.

Logical Configuration

 C.

System Configuration

 D.

Full State

Answer

D

Questions # 3:

Refer to the exhibit. A traffic collector virtual machine is installed inside the Cisco UCS server.
The collector must monitor traffic that is received on G1/2 with ERSPAN. Which set of

actions must be taken to send the traffic to the traffic collector?

Options:

 A.

Configure ERSPAN. Configure a source session on Cisco UCS Manager.

 B.

Configure SPAN. Configure a source session on the SW1 switch.

 C.

Configure ERSPAN. Configure a source session on the SW1 switch.

 D.

Configure SPAN. Configure a source session on Cisco UCS Manager.

Answer

C
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Questions # 4:

A
network engineer must determine the cooling requirements for a Cisco UCS C-Series Rack
Server. The server with PCIe cards is configured with a fan configuration policy. Which
configuration should be used for the fan policy of the server?

Options:

 A.

Option

 B.

Option

 C.

Option

 D.

Option
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Answer

A

Questions # 5:

An engineer is seeking the most optimal on demand CPU performance while configuring the
BIOS settings of UCS C-series rack mount server.

Options:

 A.

C0/C1 state

 B.

C6 Retention

 C.

C2 state

 D.

C6 non-retenti

Answer

A

Questions # 6:
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An engineer implements SPAN configuration on an Nexus 5000 series switch. Which two
commands are necessary to complete the SPAN session configuration? (Choose two)

Options:

 A.

Configure the switchport mode SD under interface fc2/1.

 B.

Configure switchport speed 4000 under interface fc2/2

 C.

Configure the switchport monitor under interface fc2/2.

 D.

Configure the switchport mode SD under interface fc2/2.

 E.

Configure session type fc under monitor session 1.

Answer

B, D

Questions # 7:

Which NFS version uses the TCP protocol and needs only one IP port to run the service?
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Options:

 A.

NFSv1

 B.

NFSv2

 C.

NFSv3

 D.

NFSv4

Answer

D

Questions # 8:

An engineer must create an EPG called "Test* The configuration request should succeed it the
Tenant called "Tenant" and the application profile called "Test" exist The firewall policy allows
only the HTTP connectivity lo APIC from the user's computer. Which action accomplishes this
goal?

Options:

 A.

Send  to APIC payload using HTTP PUT to the Cisco APIC.

 B.

Send
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